
Low voltage Infra-Red detector

Digital White-Light filter 

Covert detection

High immunity to false alarms

Low maintenance

Cost efficient

Tamper protection to prevent 
unauthorised re-alignment

Adjustable range from 10 
to 35m with a maximum 
coverage of 750m2

Dual axis tilt module allowing 
180º pan and 90º tilt

Vandal resistant high impact 
ABS housing

Selectable pulse count

Beam masking for pet alley

Tamper and alarm volt free 
contacts

IP55 housing

Mounting height up to 6m 

The MX35 external PIR detector is a reliable, outdoor, 
low voltage passive infra-red detector, designed for 
event driven alarm and CCTV applications.

*Not available in the United Kingdom.

PRODUCT CODES
GJD101 MX35 External PIR

Detect . I l luminate .Deter

WIRED

MX35 PIR Motion Detector

Unit 2, Birch Business Park, Whittle Lane, Heywood, Greater Manchester, OL10 2SX, UK
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BEAM PATTERN SET TO MINIMUM RANGE 
- MASKING TOP SECTION OF LENS WILL 

REDUCE RANGE TO 6 METRES

BEAM PATTERN SET TO MAXIMUM 
RANGE - MASKING TOP SECTION OF LENS 

WILL REDUCE RANGE TO 20 METRES
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