
Power supply 12 - 18 vdc, 13.5 typical

Signal output Form C relay (NO / NO) 1AMP 30VDC

Operating temperature <95% Relative humidity



862-06-04S010 SELCO, 4 Beam IR Barrier Beam 10m outdoor, 20m indoor range 70 X 4 cm

862-06-04S030 SELCO, 4 Beam IR Barrier Beam 30m outdoor, 60m indoor range 70 X 4 cm

862-06-04S060 SELCO, 4 Beam IR Barrier Beam 60m outdoor, 120m indoor range 70 X 4 cm

862-06-04S100 SELCO, 4 Beam IR Barrier Beam 100m outdoor, 200m indoor range 70 X 4 cm

862-06-06S010 SELCO, 6 Beam IR Barrier Beam 10m outdoor, 20m indoor range 117 X 4 cm

862-06-06S030 SELCO, 6 Beam IR Barrier Beam 30m outdoor, 60m indoor range 117 X 4 cm

862-06-06S060 SELCO, 6 Beam IR Barrier Beam 60m outdoor, 120m indoor range 117 X 4 cm

862-06-06S100 SELCO, 6 Beam IR Barrier Beam 100m outdoor, 200m indoor range 117 X 6 cm

862-06-10S010 SELCO, 10 Beam IR Barrier Beam 10m outdoor, 10m indoor range 210 X 4cm

862-06-10S030 SELCO, 10 Beam IR Barrier Beam 30m outdoor, 60m indoor range 210 X 4cm

862-06-10S060 SELCO, 10 Beam IR Barrier Beam 60m outdoor, 120m indoor range 210 X 4cm

862-06-10S100 SELCO, 10 Beam IR Barrier Beam 100m outdoor, 200m indoor range 210 X 6cm


