
DSO-153
Bandwidth 200KHz 1MHz
Channels 1CH 1CH
Sampling rate 2.5MSa/s 5MSa/s
Vertical sensitivity 10mV/div-10V/div 10mV/div-10V/div
Input impedance 1MΩ 1MΩ
Time base scale 10μS/div-50S/div 500nS/div-20S/div
Trigger types Auto/Normal/Single Auto/Normal/Single

Auto measurements Max, Min, Ave, RMS, Vpp, Freq, Duty, Cycle；8 types
Max, Min, Avg, RMS, Vpp, Amp, Freq, Duty+, Duty-, Width+, 
Width-, Period；12 types

Languages English
English, Russian, Spanish, Portuguese, Deutsch, Korean, 
Japanese, Chinese; 8 languages

DSO-153
Max frequency / 10KHz
Channels / 1CH

Waveforms /
Sine,  Square, Sawtooth, Half wave, Full wave, Positive step, 
Negative step, Exponential rise, Exponential fall, DC signal, 
Multitone,  Sync pulse; 12 types

Product color
Product size
Display
Battery
Standard accessories
Product net weight
Standard carton
Carton gross weight
Quantity per carton

46*43*26.5cm
18kg
100PCS

Blue & Black
99x68.3x19.5mm
2.8-inch PPI Screen (320*240)
3.7V, 1000mAh, Lithium battery, Standby time 4 hours
Main device*1, Ordinary Probe *1, Data Cable*1, Lanyard*1, Manual*1
100g

Oscilloscope
DSO-152

Waveform Generator
DSO-152

DSO-152 & DSO-153 is a MINI type pocket oscilloscope with 200KHz ~ 1MHz bandwidth, which is design for simple outdoor 
maintenance or electronic beginner students. 
 1- Poket size 99x68.3x19.5mm, 100g
 2- 200KHz ~ 1MHz bandwidth
 3- 2.5~5MSa/s  sampling rate 
 4- DSO-153 built in 10KHz waveform generator.
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