Takex Theft Resistant Barcket and Pin Lock

Product information

Takex bracket kit will consist of the following

1x Takex bracket and base. (Powder coated)
1x L/R insert (Powder coated)

3x 110x8mm anchor bolt and nut

2x 4x35 Stainless bolt

2x M4 nut

2x 4dmm Washer

1 x Brass Bullet Pin Lock

1 x installation leaflet



Installation

Note: Only use Chemical Anchor or RockSet to secure
Anchor Bolts. Follow manufacturer’s
instructions for product application.

Takex Bracket
installation

A: Drill 3x 10mm x
120mm holes & clear
dust & debris.

B: Fill with Chemical
Anchor.

( NO SUBSTITUTION,
ONLY USE CHEMICAL
ANCHOR OR ROCKSET )

C: Insert Anchor Bolts & |
mount Base Plate. ‘

(Only tighten Nuts when
Chemical Anchor is 1
cured according to
product specifications)
D: Mount Takex.

E: Close Bracket with
Takex Cover fitted.

(Fit Insert in correct
position to cover lock

slot not used)

Note: Open Bracket
with Takex Cover fitted.

F: Turn Key to unlock
Pin.

G: Install Lock.
H: Turn Key to Lock Pin.

I: Remove Key.




Bullet Pin Lock

GATEDOOR WALL
OR OR
SHUTTER  SHUTTER'S ROLLLER

AVAILABLE
IN TWIN PACK




